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OUTDOOR LED WALL DISPLAY 

 
LED lighting products and LED display products have a 

complete range of products and diversified product 

applications. The display series covers indoor and outdoor, 

floor standing; fixed or movable, including: billboards, 

traffic screens, taxi top screens, stadium screens, stage 

background screens, widely used in various public KTV bars, 

hotels, commercial plazas, government agencies, stadiums, 

road facilities, financial institutions, access control security 

systems.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Marketed by: 

 
 
 
 

 

 

 

 

 

 

 

 

 

WEBSITE:  www.geschaftcorp.com 

LANDLINE: (8) 256 0569 or (8) 256 1766 

ADDRESS: 3rd floor, 100-A Scout Dr. Lazcano St., Brgy. Laging 

Handa, Quezon City, Philippines 

Pixel Pitch 3.9mm 

Pixel Configuration 1R1G1B 

Encapsulation  SMD2020 

Colors Matches  R:G:B= 3:6:1 

Module Size  250mm X 250mm X 17mm 

Module Quantity per Cabinet 4 pcs (2x2 layout) 

Module Resolution(W*H) 64dots X64dots  

Module Pixel 4096 dots 

Reflash rate ≥ 3840HZ 

Cabinet size Cabinet size:500mm*500mm*75mm      

Cabinet Resolution 128x128 or 16384 dots 

Total Resolution 640 pixels W x 1024 pixels H 

Material Of Cabinet die-cast Aluminum 

Cabinet Weight 7kg 

Brightness ≥4500 cd/㎡ 

Total Screen Size 2.5m X 4m 

Driving Method Scan1/16 

View Angle Horizontal 170° Vertical 170° 

Maintenance Rear side service 

Best View Distance 4m~180m 

Brightness Adjustment Manual & automatically  

Gray Scale Rectification 16384 grades 

Colors 16384*16384*16384 

Fresh frequency ≥3840Hz, high flash rate 

Frame Frequency ≥60Hz 

Non-malfunction time(Avg.)  >5000hours 

Screen life >100,000 hours  

Blind Rate ≤0.00001 

Color temperature  5600K±500 

Working Voltage  AC100-240V±15%      

Module Power Consumption ≤21 watts 

Operating System  Windows with HDMI, HD network video decoder, Ethernet port 

Control Distance <100meter by Internet Cable（without Relay）; Fiber Cable > 
500 meters. 

Working Temperature  -20℃～60℃ ,  storage for :-30ºC～+90ºC 

System Working Environment  
Humidity 

10%—90%RH 

Continuous Working Time  ≥72hours  

Water Proof IP65 

 

http://www.geschaftcorp.com/

